





ling your off-line, near-line, or in-line finishing requirements.

FEATURES

= Trimmed book sizes: 4" x 5.82"/102mm x 148 mm
to 9" x 12"/ 229mm x 305mm; up to 2"/ 51mm thick

= Full digital control for fast, accurate changeovers in
approximately 10 seconds.

= Requires no special tools or clampboards when
changing book sizes

+ Easy to use and program

« Light-touch electronic keypad

* Menu-driven LCD data/graphic screen
* 99-job memory

« Computer diagnostics

*  Minimal maintenance requirements
» Hyd raulic cutting LOW COST HAND FEED CONVEYOR

* Adjustable clamp pressure
* Adjustable pneumatic gripper pressure
* Rugged construction

* UL listed (US and Canada) and CE CONVENIENT VIEWING WINDOWS

VERTICAL STACKER

IN-LINE FEEDER

HYDRAULIC-POWERED CUTTING
ACTION WITH LARGE FLUID RESERVOIR

N-LINE CONFIGURATION SHOWN)



SPECIFICATIONS - BASE MACHINE

* Memory - 99 jobs

* Time to change book size - Approx. 10 seconds

* Throughput - *Up to 200 books per hour

* Floor loading - 53 PSI / 3.73 kg/cm?

* Waste bin capacity - 43 gallons / 164 liters

* Qil capacity - 5 gallons /19 liters

« Knife re-grind - 1/4" / 6.4 mm

= Air consumption -5 CFM @ 90 PSI /142 LPM @ 6 BAR
*Multiple book option - throughput up to 500 books per hour

PERFECT BOUND BOOK SIZE

« Starting size (maximum) 13" X 9-1/2" / 330 mm X 241 mm
+ Starting size (minimum) *See configurations below

»  Finish size (maximum) 12" X 9" / 305 mm X 229 mm

= Finish size (minimum) 5.82" X 4" /148 mm X 102 mm

CMT 130 ON-DEMAND BOOK TRIMMER

ELECTRICAL C€ @ @

« Standard Motor: 5 HP, three-phase, 60 Hz,
AC 208 / 230 VAC, 20 Amps (service size: 30 Amps)
* Optional Motor: 5 HP, three-phase, 50 Hz,
AC 380 / 415 VAC, 10 KW, 12 Amps (service size: 15 Amps)

AIR SUPPLY

« The machine requires a “dry - non lubricated” air source
capable of supplying a MINIMUM of 5 CFM (2,500 LPM)
and MUST BE REGULATED to remain a CONSTANT 90 PSI
(6 BAR / 620 KPA)

TOP
(HEAD) FACE

(FORE—EDGE)

= Trim amount (minimum) 0.100" / 2.5 mm @ X @ in. (mm)
» Face trim (maximum) 5-1/2" / 140 mm

BOTTOM

(FOOT)
SPECIFICATIONS - COMPONENTS
COMPONENT HEIGHT WIDTH DEPTH NET WT. (approx)  SHIPPING WT. (approx.)
Base Machine 60" /152.4 cm 52" /1321 cm 57" /144.8 cm 1500 Ibs / 680 kg 1800 Ibs / 816 kg
Cooling Elevator 45-1/2" /116 cm 21-1/2" / 55 cm 37" /95cm 335 1bs /152 kg 470 Ibs / 214 kg
In-Feed Conveyor 26"/ 66 cm 40" /102 cm 29" /74 cm 150 Ibs / 68 kg 230 Ibs /105 kg
Long Hand-Feed
Conveyor 44" /N2 cm 35" /89 cm 12-1/8"/ 31 cm 95 Ibs / 43 kg 220 Ibs /100 kg
Standard Hand-Feed
Conveyor Nn"/279cm 14-3/4" /3746 cm  15-3/4" / 40 cm 40 Ibs /18.2 kg 80 Ibs / 36.4 kg
Book Pile Feeder 53-23/32"/136.4cm 20-9/32"/515cm 56-1/8"/142.6cm 370 1bs /168 kg 420 Ibs /191 kg
Exit Conveyor 39-1/2" /101 cm 47" /120 cm 12-1/8" / 31cm 85 Ibs / 39 kg 210 Ibs / 95 kg
Vertical Stacker 47-3/8" /1203 cm  19-5/16" /491 cm  43-3/16" /109.7 cm 218 Ibs / 99 kg 268 1bs /122 kg
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SAMPLE HAND-FEED SAMPLE NEAR-LINE
CONFIGURATION CONFIGURATION

Book Start Size (minimum) Book Start Size (minimum)
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SAMPLE IN-LINE
CONFIGURATION

Book Start Size (minimum)

7" x 5" /178 mm x 127 mm 7" x 5" /178 mm x 127 mm (single) 7" x 6-3/4" /178 mm x 171 mm
7" x7" /178 mm x 178 mm (multiple)
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HE CHALLENGE MACHINERY COMPANY
6125 Norton Center Dr. Norton Shores, M|l 49441 USA
Phone: 231.799.8484 Fax: 231.798.1275 www.challengemachinery.com






